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Welcome to our new Sealed Lead Acid Battery Range brochure.

Euro Energy are battery specialists and have over 30 years experience of supplying Sealed Lead Acid batteries which are used in many 
different applications.  We have established a strong reputation for excellent service, high product quality and a comprehensive product 
range. This catalogue has been designed to enable you to order a wide range of batteries from one single source. 

Should you not be able to find the battery your require, please contact our Customer Service team for further assistance on  
+44 (0) 116 234 0567 or email info@euroenergy.co.uk 

There are many benefits in dealing with Euro Energy Resources Limited:

•  We supply the leading brands of Sealed Lead Acid Battery including Panasonic, Yuasa and more

•  Specialists in battery supply for over 30 years, so we are experts in our field

•  BS EN ISO 9001: 2008 Accredited Supplier, ensuring consistent quality

•  Fully compliant with the European Battery Directive 2006/66/EC

•  Batteries are tested at various stages to ensure quality standards are maintained

•  Highest levels of customer care

•  Comprehensive stocks ensure many types of battery can be dispatched quickly from stock

•  We also supply UPS replacement batteries and emergency lighting batteries.  Ask for details.

Please use the below example on how to interpret the information given in our brochure.
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LCR-127R2P1 (b) 
 
Part No: 04224 (c)
12.0V/7200mAh (d )     VRLA - AGM (e)
151 x 64.5 x 94  / 100mm (f)
Weight: 2470g (g)    Terminal: 4D (h)

PANASONIC (a)
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For battery terminal & layout information – See Page 11

 

 

 

 

D Cell (0810-0004)
Part No: 04000
2.0V/2500mAh     VRLA - AGM
(Dia. x H): 34.3 x 68.1mm
Weight: 178g
Terminals (mm): 4.75 x 0.64 Tabs 

DT Cell (0860-0004)
Part No: 04006
2.0V/4500mAh     VRLA - AGM
(Dia. x H): 34.3 x 102.9mm
Weight: 275g 
Terminals (mm): 4.35 x 0.64 Tabs

BC Cell (0820-0004)
Part No: 04003
2.0V/25Ah     VRLA - AGM
(Dia. x H): 65.3 x 173.2mm
Weight: 1670g
Terminals (mm): M8+M6 Threaded Post

E Cell (0850-0004)
Part No: 04005
2.0V/8000mAh     VRLA - AGM
(Dia. x H): 44.5 x 108.7mm
Weight: 490g 
Terminals (mm): 6.35 x 0.64 Tabs

CYCLON

CYCLON

CYCLON

CYCLON

 

 

X Monobloc (0809-0012)
Part No: 04021
6.0V/5000mAh     VRLA - AGM
139.2 x 53.8 x 76.7mm
Weight: 980g
Terminals (mm): 6.35 x 0.64 Tabs

D Monobloc (0819-0012)
Part No: 04011
6.0V/2500mAh     VRLA - AGM
113.8 x 46 x 69.9mm
Weight: 520g
Terminals (mm): 4.75 x 0.64 Tabs

CYCLON

CYCLON

 
12v./2.3Ah VRLA
Part No: 04231
12.0V/2300mAh    VRLA - AGM
182 x 23 x 61mm
Weight: 750g    Terminal: 11
(VJ1080 Mating Connector also available)

EURO ENERGY 

 

 

FG10301 

Part No: 04113
6.0V/3000mAh    VRLA - AGM
134 x 34 x 60 / 67mm
Weight: 715g    Terminal: 1A

FG20121 

Part No: 04257
12.0V/1200mAh    VRLA - AGM
97 x 48.5 x 50.5 / 55mm
Weight: 600g    Terminal: 4A

FIAMM

FIAMM

 
D Monobloc (0819-0010)
Part No: 04010
4.0V/2500mAh     VRLA - AGM
79.5 x 46 x 69.9mm
Weight: 360g 
Terminals (mm): 4.75 x 0.64 Tabs

CYCLON

 
X Cell (0800-0004)
Part No: 04001
2.0V/5000mAh     VRLA - AGM
(Dia. x H): 44.5 x 81.5mm
Weight: 362g
Terminals (mm): 6.35 x 0.64 Tabs

CYCLON

 
X Monobloc (0809-0010)
Part No: 04020
4.0V/5000mAh     VRLA - AGM
96.5 x 53.8 x 76.7mm
Weight: 740g
Terminals (mm): 6.35 x 0.64 Tabs

CYCLON

 
E Monobloc (0859-0010)
Part No: 04036
4.0V/8000mAh     VRLA - AGM
96.8 x 54.1 x 101.6mm
Weight: 960g
Terminals (mm): 6.35 x 0.64 Tabs

CYCLON

 
E Monobloc (0859-0012)
Part No: 04031
6.0V/8000mAh     VRLA - AGM
139.2 x 54.1 x 101.6mm
Weight: 1430g
Terminals (mm): 6.35 x 0.64 Tabs

CYCLON
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FG20121A 

Part No: 04272
12.0V/1200mAh    VRLA - AGM
97 x 42 x 52 / 59mm
Weight: 600g    Terminal: 3A

FIAMM

 
FG20721 
 
Part No: 04205
12.0V/7200mAh    VRLA - AGM
151 x 65 x 94 / 99mm
Weight: 2450g    Terminal: 4A

FIAMM

 
FG20451 

Part No: 71013
12.0V/4500mAh    VRLA - AGM
90 x 70 x 102 / 106mm
Weight: 1580g    Terminal: 1A

FIAMM

 

 

 

ES2-12 
 
Part No: 04201
12.0V/2000mAh    VRLA - AGM
201 x 25 x 61mm 
Weight: 724g    Terminal: 10

ES2-12 V 
 
Part No: 04265
12.0V/2000mAh    VRLA - AGM
143 x 23 x 64mm 
Weight: 590g    Terminal: 11

ES3-12R 
 
Part No: 04271
12.0V/3000mAh    VRLA - AGM
132 x 33 x 97 / 104mm
Weight: 1160g    Terminal: 1A

MK

MK

MK  
LC-R0612PG 
 
Part No: 04232
6.0V/12Ah     VRLA - AGM
151 x 50 x 94  / 100mm
Weight: 2000g    Terminal: 1A

PANASONIC

 
LC-R061R3PG 
 
Part No: 04226
6.0V/1300mAh     VRLA - AGM
97 x 24 x 50  / 55mm
Weight: 300g    Terminal: 9A

PANASONIC

 
LC-R062R4 
 
Obsolete - see part number 04204  
(PS-628) page 6 for replacement  
battery

PANASONIC

 
LC-063R2  
 
Obsolete - see part number 04202 
(ES3.8-6) page 4 for replacement  
battery

PANASONIC

 
ES3.8-6 
 
Part No: 04202
6.0V/3800mAh    VRLA - AGM
66 x 33 x 118 / 126mm
Weight: 735g    Terminal: 5A

MK  
LC-R063R4P 
 
Part No: 04212
6.0V/3400mAh     VRLA - AGM
134 x 34 x 60  / 66mm
Weight: 620g    Terminal: 9A

PANASONIC

 

 

LC-R067R2PG 
 
Part No: 04273
6.0V/7200mAh     VRLA - AGM
151 x 34 x 94  / 100mm
Weight: 1230g    Terminal: 1A

LC-R064R5P 
 
Part No: 04282
6.0V/4500mAh     VRLA - AGM
70 x 48 x 102  / 108mm
Weight: 720g    Terminal: 9A

PANASONIC

PANASONIC

For battery terminal & layout information – See Page 11
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LC-R121R3PG 
 
Part No: 04228
12.0V/1300mAh     VRLA - AGM
97 x 47.5 x 50  / 55mm
Weight: 590g    Terminal: 3A

PANASONIC

 
LC-R122R2PG 
 
Part No: 04200
12.0V/2200mAh     VRLA - AGM
177 x 34 x 60  / 66mm
Weight: 800g    Terminal: 1A

PANASONIC

 
LC-R1233P
 
Part No: 04263
12.0V/33Ah     VRLA - AGM
195.6 x 130 x 155 / 180mm
Weight: 12kg    Terminal: 1G

PANASONIC

 
LC-R123R4PG 
 
Part No: 04233
12.0V/3400mAh     VRLA - AGM
134 x 67 x 60  / 66mm
Weight: 1200g    Terminal: 3A

PANASONIC

 

 

LC-R127R2P1 
 
Part No: 04224
12.0V/7200mAh     VRLA - AGM
151 x 64.5 x 94  / 100mm
Weight: 2470g    Terminal: 4D

LC-RA1212PG1 
 
Part No: 04211
12.0V/12Ah     VRLA - AGM
151 x 98 x 94  / 100mm
Weight: 3800g    Terminal: 4D

PANASONIC

PANASONIC 
LC-S122AG 
 
Obsolete - see part number 04201  
(ES2-12) page 4 for replacement  
battery

PANASONIC

 
LC-SA122R3AG 
 
Obsolete - see part number 04231 
(12v./2.3Ah VRLA) page 3 for 
replacement battery

PANASONIC

 
LC-X1228AP
Part No: 04220
12.0V/28Ah     VRLA - AGM
165 x 125 x 175  / 179.5mm
Weight: 11kg     Terminal: 2 & M5 

threaded post

PANASONIC

 
LC-XD1217PG 

Part No: 04235
12.0V/17Ah     VRLA - AGM
181 x 76 x 167 mm 
Weight: 6500g    Terminal: 2F

PANASONIC

 
LC-R127R2PG 
 
Part No: 04274
12.0V/7200mAh     VRLA - AGM
151 x 64.5 x 94  / 100mm
Weight: 2470g    Terminal: 4A

PANASONIC

 
LC-P127R2P1
 
Part No: 04284
12.0V/7200mAh     VRLA - AGM
151 x 64.5 x 94 / 100mm
Weight: 2470g    Terminal: 4D

PANASONIC

 
LC-P1220P 
 
Part No: 04247
12.0V/20Ah     VRLA - AGM
181 x 76 x 167mm
Weight: 6600g    Terminal: 2F

PANASONIC

 
LC-P1275P 

Part No: 04203
12.0V/75Ah     VRLA - AGM
350 x 166 x 175mm 
Weight: 22kg    Terminal: 2G

PANASONIC
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UP-RW1220P1 
 
Part No: 04297
12.0V/20W Per Cell      VRLA - AGM
140 x 38.5 x 94 / 101.5mm
Weight: 1350g    Terminal: 4D

UP-RWA1232P1 
 
Part No: 04292
12.0V/32W Per Cell     VRLA - AGM
151 x 51 x 94  / 100mm
Weight: 2000g    Terminal: 4D

UP-VW1245P 

Part No: 04287
12.0V/45W Per Cell     VRLA - AGM
151 x 64.5 x 94  / 101.5mm
Weight: 2600g    Terminal: 4D

PANASONIC

PANASONIC

PANASONIC

 

 

PBQ1.3-12 
 
Part No: 04254
12.0V/1300mAh    VRLA - AGM
98 x 48 x 52 / 57mm
Weight: 630g    Terminal: 4A

PBQ2.9-12 
 
Part No: 04249
12.0V/2900mAh    VRLA - AGM
79 x 56 x 99 / 102mm
Weight: 1180g    Terminal: 2A

PBQ

PBQ

 

 

PBQ3.2-6 
 
Part No: 04109
6.0V/3200mAh    VRLA - AGM
134 x 34 x 61 / 67mm
Weight: 680g    Terminal: 1A

PBQ4.5-6 
 
Part No: 04294 
6.0V/4500mAh    VRLA - AGM
70 x 47 x 101 / 105mm
Weight: 850g    Terminal: 5A

PBQ

PBQ

 
PBQ4-12 

Part No: 04219
12.0V/4000mAh    VRLA - AGM
195 x 47 x 70 / 74mm
Weight: 1700g    Terminal: 1A

PBQ

 
PX12026 
 
Part No: 04293
12.0V/2600mAh    VRLA - AGM
178 x 34 x 60 / 66mm
Weight: 1000g    Terminal: 4A

PORTALAC

 
PS-1208 
 
Part No: 04276 
12.0V/800mAh    VRLA - AGM
96 x 25 x 62mm 
Weight: 350g    Terminal: 6I

POWERSONIC

 
PS-6120FP 
 
Part No: 04290
6.0V/12Ah    VRLA - AGM
108 x 71 x 141 / 141mm
Weight: 2250g   Terminal: 23 (+=D/–=A)

POWERSONIC

 
PS-628 
 
Part No: 04204
6.0V/2900mAh    VRLA - AGM
66 x 33 x 98 / 103mm
Weight: 590g    Terminal: 8A

POWERSONIC

 

 

PS-682 
 
Part No: 04227
6.0V/9000mAh    VRLA - AGM
98 x 56 x 118 / 120mm
Weight: 1520g    Terminal: 12A

PS-832 
 
Part No: 04278
8.0V/3200mAh    VRLA - AGM
134 x 36 x 66 / 69mm
Weight: 860g    Terminal: 3A

POWERSONIC

POWERSONIC

Other SEALED LEAD ACID BATTERIES are available - contact (0116) 234 0567 for assistance

For battery terminal & layout information – See Page 11
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A508/3.5S 

Part No: 04242
8.0V/3500mAh    VRLA - Gel
178.5 x 34.1 x 60.5 / 64.4mm
Weight: 1000g    Terminal: 17A

A208/2.7S 

Part No: 04255
8.0V/2700mAh    VRLA - Gel
133.5 x 36.5 x 63 / 66.6mm
Weight: 780g    Terminal: 16A

A506/3.5S 

Part No: 04215
6.0V/3500mAh    VRLA - Gel
134.5 x 34.5 x 60.5 / 64.4mm
Weight: 750g    Terminal: 15A 

A506/1.2S 

Part No: 04208
6.0V/1200mAh    VRLA - Gel
97.3 x 25.5 x 51 / 54.9mm
Weight: 330g    Terminal: 15A

SONNENSCHEIN

SONNENSCHEIN

SONNENSCHEIN

SONNENSCHEIN  
A512/10S  

Part No: 04248
12.0V/10Ah    VRLA - Gel
152 x 98 x 94.5 / 98.4mm
Weight: 4000g    Terminal: 21A

SONNENSCHEIN

 

 

A512/3.5S 

Part No: 04223
12.0V/3500mAh    VRLA - Gel
134.5 x 66.8 x 60.5 / 64.4mm
Weight: 1500g    Terminal: 19A 

A512/2.0S 

Part No: 04236
12.0V/2000mAh    VRLA - Gel
178.5 x 34.1 x 60.5 / 64.4mm
Weight: 1000g    Terminal: 18A 

SONNENSCHEIN

SONNENSCHEIN

 

 

A512/6.5S  

Part No: 04267
12.0V/6500mAh    VRLA - Gel
151.7 x 65.5 x 94.5 / 98.4mm
Weight: 2600g    Terminal: 20A 

GF12033Y1  

Part No: 04214
12.0V/33Ah    VRLA - Gel
210 x 175 x 175 / 210mm  
Weight: 14.6kg    Terminal: 22M

SONNENSCHEIN

SONNENSCHEIN

 
NP1.2-6 
 
Part No: 04111
6.0V/1200mAh     VRLA - AGM
97 x 25 x 51 / 54.5mm
Weight: 310g     Terminal: 1A

YUASA

 
NP1-6  
 
Part No: 04110
6.0V/1000mAh     VRLA - AGM
51 x 42.5 x 51 / 54.5mm
Weight: 250g     Terminal: 5A

YUASA

 
NP2.8-6  
 
Part No: 04112
6.0V/2800mAh     VRLA - AGM
134 x 34 x 60.5 / 64mm
Weight: 570g     Terminal: 1A

YUASA

 
PS-1229 
 
Part No: 04216
12.0V/2900mAh    VRLA - AGM
178 x 35 x 60 / 66mm
Weight: 1180g    Terminal: 1A

POWERSONIC

 
PS-12350 
 
Part No: 04259
12.0V/35Ah    VRLA - AGM
197 x 132 x 165 / 180mm
Weight: 11kg    Terminal: 1G

POWERSONIC

For battery terminal & layout information – See Page 11  |  Please note that Yuasa battery case designs may change from time to time
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NP10-6  
 
Part No: 04118 
6.0V/10Ah     VRLA - AGM
151 x 50 x 94 / 97.5mm
Weight: 1930g     Terminal: 1A

YUASA

 
NP12-6 
 
Part No: 04120
6.0V/12Ah     VRLA - AGM
151 x 50 x 93.5 / 97.5mm
Weight: 2050g     Terminal: 1D

YUASA

 

 

 

NP0.8-12 
 
Part No: 04130
12.0V/800mAh     VRLA - AGM
96 x 25 x 61.5mm
Weight: 350g     Terminal: 6I

NP1.2-12 
 
Part No: 04131
12.0V/1200mAh     VRLA - AGM
97 x 48 x 51 / 54.5mm
Weight: 580g     Terminal: 3A

NP1.2-12FR  
 
Part No: 04121
12.0V/1200mAh     VRLA - AGM
97 x 48 x 51 / 54.5mm
Weight: 580g     Terminal: 3A

YUASA

YUASA

YUASA

 

 

 

NP2.1-12 
 
Part No: 04132
12.0V/2100mAh     VRLA - AGM
178 x 34 x 60.5 / 64mm
Weight: 960g     Terminal: 1A

NP2.3-12  
 
Part No: 04138
12.0V/2300mAh     VRLA - AGM
178 x 34 x 60.5 / 64mm
Weight: 950g     Terminal: 1A

NP2.8-12  
 
Part No: 04134
12.0V/2800mAh     VRLA - AGM
134 x 67 x 60.5 / 64mm
Weight: 1200g     Terminal: 3A

YUASA

YUASA

YUASA

 
NP2.9-12 
 
Obsolete - see part number 04249 
(PBQ2.9-12) page 6 for replacement 
battery

YUASA

 
NP3.2-12 
 
Part No: 04129
12.0V/3200mAh     VRLA - AGM
134 x 67 x 60.5 / 64mm
Weight: 1200g     Terminal: 3A

YUASA

 
NP4-6 
 
Part No: 04114
6.0V/4000mAh     VRLA - AGM
70 x 47 x 102 / 105.5mm
Weight: 870g     Terminal: 5A

YUASA

 
NP7-6  
 
Part No: 04116
6.0V/7000mAh     VRLA - AGM
151 x 34 x 94 / 97.5mm
Weight: 1320g     Terminal: 1A

YUASA

 
NP4-12 
 
Part No: 04135
12.0V/4000mAh     VRLA - AGM
90 x 70 x 102.5 / 106mm
Weight: 1750g     Terminal: 1A

YUASA

 
NPH5-12 (High Rate)  
 
Part No: 04160
12.0V/5000mAh     VRLA - AGM
90 x 70 x 102 / 106mm
Weight: 2010g     Terminal: 1D

YUASA

Other SEALED LEAD ACID BATTERIES are available - contact (0116) 234 0567 for assistance

For battery terminal & layout information – See Page 11  |  Please note that Yuasa battery case designs may change from time to time
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NP38-12
Part No: 04141
12.0V/38Ah     VRLA - AGM
197 x 165 x 170mm 
Weight: 14.2kg     Terminal: 2J*
*Convertor to Terminal Type E Available

YUASA

 
NP65-12 

Part No: 04142
12.0V/65Ah     VRLA - AGM
350 x 166 x 174mm
Weight: 23kg     Terminal: 2K

YUASA

 

 

 

NP7-12 
 
Part No: 04137
12.0V/7000mAh     VRLA - AGM
151 x 65 x 94 / 97.5mm
Weight: 2790g     Terminal: 4A

NP7-12FR (Flame Retardant) 

Part No: 04154
12.0V/7000mAh     VRLA - AGM
151 x 65 x 94 / 97.5mm
Weight: 2700g     Terminal: 4A

NP7-12L  
 
Part No: 04174
12.0V/7000mAh     VRLA - AGM
151 x 65 x 94 / 97.5mm
Weight: 2650g     Terminal: 4D

YUASA

YUASA

YUASA  

 

NPC24-12 I (Cyclic Series)
Part No: 04145 
12.0V/24Ah     VRLA - AGM
166 x 175 x 125mm 
Weight: 8800g     Terminal: 2J*
*Convertor to Terminal Type E Available

NPC38-12 I (Cyclic Series)
Part No: 04146
12.0V/38Ah     VRLA - AGM
197 x 165 x 170mm
Weight: 14.2kg     Terminal: 2J*
*Convertor to Terminal Type E Available

YUASA

YUASA

 
NPC65-12 I (Cyclic Series)  
 
Part No: 04153
12.0V/65Ah     VRLA - AGM
350 x 166 x 174mm 
Weight: 23kg     Terminal: 2K

YUASA

 
NPL24-12 I (Standby Long Life)
Part No: 04140
12.0V/24Ah     VRLA - AGM
175 x 166 x 125mm
Weight: 9000g     Terminal: 2J*
*Convertor to Terminal Type E Available

YUASA

 
NPL24-12 I FR (Standby Long Life & 
Flame Retardant)
Part No: 71034
12.0V/24Ah     VRLA - AGM
175 x 166 x 125mm
Weight: 8800g     Terminal: 2J*
*Convertor to Terminal Type E Available

YUASA

 
NP12-12 
 
Part No: 04128
12.0V/12Ah     VRLA - AGM
151 x 98 x 93.5 / 97.5mm
Weight: 4090g     Terminal: 4D

YUASA

 

 

NP17-12 
 
Part No: 04139
12.0V/17Ah     VRLA - AGM
181 x 76 x 167mm 
Weight: 6100g     Terminal: 2J

NP18-12B 
 
Part No: 04162
12.0V/17.2Ah     VRLA - AGM
180 x 76 x 167mm
Weight: 6210g     Terminal: 2E

YUASA

YUASA

 
NP24-12 
 
Obsolete - See part number 04140
(NPL24-12 I) page 9 for replacement
battery

YUASA



Tel: +44 (0) 116 234 0567 • Fax: +44 (0) 116 235 4183
www.euroenergy.co.uk • info@euroenergy.co.uk

10  

 
NPL100-12 (Standby Long Life) 
 
Part No: 04175
12.0V/100Ah     VRLA - AGM
407 x 172 x 240mm 
Weight: 39kg     Terminal: 1E

YUASA

 

 

NPL38-12 I  (Standby Long Life) 
Part No: 04171
12.0V/38Ah     VRLA - AGM
197 x 165 x 170mm
Weight: 14.5kg     Terminal: 2J*
*Convertor to Terminal Type E Available

NPL65-12 I (Standby Long Life)  
 
Part No: 04172
12.0V/65Ah     VRLA - AGM
350 x 166 x 174mm
Weight: 23.8kg     Terminal: 2K

YUASA

YUASA

 
YPC100-12 (Cyclic Series)  
 
Part No: 04193
12.0V/100Ah     VRLA - AGM
330 x 173 x 212 / 220mm
Weight: 30kg     Terminal: 1L

YUASA

 

 

YPC14-12 (Cyclic Series) 
 
Part No: 04187
12.0V/14Ah     VRLA - AGM
151 x 98 x 95 / 101mm
Weight: 4200g     Terminal: 4D

YPC22-12 (Cyclic Series)  
 
Part No: 04183
12.0V/22Ah     VRLA - AGM
181.5 x 77 x 166.5mm
Weight: 6900g     Terminal: 2J

YUASA

YUASA

 

 

 

 

YPC26-12 (Cyclic Series)
 
Part No: 04188
12.0V/26Ah     VRLA - AGM
166.5 x 175 x 126mm
Weight: 8600g     Terminal: 2J

YPC30-12 (Cyclic Series) 
 
Part No: 04189
12.0V/30Ah     VRLA - AGM
195 x 130 x 164 / 180mm
Weight: 9300g     Terminal: 1G

YPC33-12 (Cyclic Series)  
 
Part No: 04184
12.0V/33Ah     VRLA - AGM
195 x 130 x 164 / 167mm
Weight: 11.2kg     Terminal: 1K

YPC45-12 (Cyclic Series) 
 
Part No: 04190
12.0V/45Ah     VRLA - AGM
197 x 165 x 170mm
Weight: 14.5kg     Terminal: 2K

YUASA

YUASA

YUASA

YUASA

 

 

YPC55-12 (Cyclic Series) 
 
Part No: 04191
12.0V/55Ah     VRLA - AGM
229x 138 x 205 / 211mm
Weight: 17kg     Terminal: 1K

YPC75-12 (Cyclic Series) 
 
Part No: 04192
12.0V/75Ah     VRLA - AGM
259 x 168 x 208 / 214mm
Weight: 25kg     Terminal: 1K

YUASA

YUASA

 
YPC8-12 (Cyclic Series) 
 
Part No: 04186
12.0V/8000mAh     VRLA - AGM
152 x 65.5 x 94.5 / 100mm
Weight: 2800g     Terminal: 4A

YUASA

 
NPL78-12 I FR (Standby Long Life & 
Flame Retardant)
Part No: 71016
12.0V/78Ah   VRLA - AGM
380 x 166 x 174mm
Weight: 27.5kg     Terminal: 2L

YUASA

Other SEALED LEAD ACID BATTERIES are available - contact (0116) 234 0567 for assistance

For battery terminal & layout information – See Page 11  |  Please note that Yuasa battery case designs may change from time to time



SEALED LEAD ACID BATTERIES       BATTERY TERMINAL 
YUASA & LAYOUT INFORMATION
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.059

.185 ± .004

421.890.

052.

.020

.031

12 ±  0,2

5,5

5,5 5,11

11

2 ± 0,12 ±

592.
±

10. 

)95.(

.216 ± .01

.59 ± .01
.197 ± .01

0.71

0.27

73.0 867.0

0.24

0.53

WIRE AWG #20 UL 1007 JST No. VHR-2N
(TERMINAL)

JST SVH-21T-P1.1

0.23

0.42

61.0

13.0

x

y

Terminal x y
J:
K:

17mm
20mm

M5
M6

L: 20mm M8

0.236

0.185

274.0
970.0

052.0 0.020

013.
±

800. 

61.

.250 ± .004 .020

.031 ± .004

-+

-+ - +

-+

-

+

-

+

-

+

+
-

+-

Faston tab: 187   A

Bolt fastened terminal   E Bolt fastened terminal   F

Bolt fastened terminal   G

JST No. VHR-2N   I

Internal thread terminal

Faston tab: 187   B Faston tab: 250   D

INCH = MM
.250 6.35
.185 4.70
.124 3.15
.098 2.50
.059 1.50
.031 0.80
.020 0.50
.004 0.10

INCH = MM
.472 12.00
.453 11.50
.433 11.00
.216 5.50
.079 2.00

INCH = MM
0.24 6
0.27 7
0.37 9.5
0.71 18
0.768 19.5

INCH = MM
0.472 12.00
0.250 6.35
0.236 6.00
0.185 4.70
0.079 2.00
0.020 0.50

INCH = MM
.59 15.0
.216 5.5
.295 7.5
.197 5.0

INCH = MM
.310 7.90
.250 6.35
.16 4.0
.031 0.8
.020 0.5

Terminal M

-

+

Terminals

Layouts

Terminals/Layouts - Sonnenschein

Battery Terminal & Layout Information



If you would prefer not to receive regular updates detailing our latest products and offers, please email info@euroenergy.co.uk

Euro Energy Resources Limited,
10 Barrington Business Park,
Leycroft Road,
Leicester, LE4 1ET, UK

Tel:  +44 (0) 116 234 0567 
Fax: +44 (0) 116 235 4183
info@euroenergy.co.uk
www.euroenergy.co.uk

Require a battery not listed here?
Please contact our Customer Service Team on 

+44 (0) 116 234 0567
or email info@euroenergy.co.uk

Any prices quoted are ex-works and do not include carriage and VAT at the standard rate. 
Batteries supplied may differ from those illustrated in this document.
Euro Energy reserves the right to change any information described or contained in this leaflet at any time without notice.

QUALITY & SERVICE
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